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Implemented by Host Default AAX Library Implementation
Implem-
ented by
Plug-in

Edit event handling

OS Edit
Event

Convert to normalized

SetParameterNormalizedValue()
iParameterID: linker

SetNormalizedValue()

SetNormalizedValue

PostTouchRequest()
for linker param

PostSetValueRequest()
for linker param

PostReleaseRequest()
for linker param

Set value handling
for linker param

PostTouchRequest() processed

UpdateParameterTouch()
iParameterID: linker

iTouchState: true

Touch()

PostTouchRequest()
for linked param

PostSetValueRequest() processed

UpdateParameterNormalizedValue()
iParameterID: linker

iSource: AAX_eUpdateSource_Unspecified

IsParameterLinkReady()
3

inParameterID: linker
inSource: AAX_eUpdateSource_Unspecified
returns true

Linked parameter edit

SetValueWithFloat()

SetValue()

PostTouchRequest()
for linked param

PostSetValueRequest()
for linked param

PostReleaseRequest()
for linked param

Continue handling linker parameter update

UpdateNormalizedValue()

Update parameter state

PostCurrentValue()
for linker param

SetDirty()

Increment number of changes

PostReleaseRequest() processed

UpdateParameterTouch()
iParameterID: linker
iTouchState: false

Release()

PostReleaseRequest()
for linked param

Set value handling
for linked param

PostTouchRequest() processed

UpdateParameterTouch()
iParameterID: linked

iTouchState: true

Touch()

PostTouchRequest()
1

for linker param

PostSetValueRequest() processed

UpdateParameterNormalizedValue()
2

iParameterID: linked
iSource: AAX_eUpdateSource_Parameter

IsParameterLinkReady()
4

inParameterID: linked
inSource: AAX_eUpdateSource_Parameter
returns false

No linker parameter edit

Continue handling linked parameter update

UpdateNormalizedValue()

Update parameter state

PostCurrentValue()
for linked param

SetDirty()

Increment number of changes

PostReleaseRequest() processed

UpdateParameterTouch()
iParameterID: linked
iTouchState: false

Release()

PostReleaseRequest()
1

for linker param

Current value handling

Identical to standard (unlinked) sequence


